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ASSEMBLY CONFIGURATION PART NUMBERING
L N900: Non Pull Proof, 9200 Micron Tube
S: Single Mode Precisio (0.5 um tolerance), M: Multi-mode Precision (1.0 um tolerance)
Ferrule Hole Diameter: SM: 1250, 12585, 1260, 1265, 1270 MM: 1250, 1260, 1270, 1430, 2120
Terminus Code: Terminus Assembly
NOTES: UNLESS OTHERWISE SPECIFIED
1. DIMENSIONS ARE IN INCHES[MILLIMETERS].
2. MATERIALS AND FINISHES:
FERRULE: ZIRCONIA CERAMIC, FUNCTIONAL ENDFACE DIMENSIONS PER TIA/EIA 604-10A HEAT SHRINK SLEEVE AND TERMINUS
BODY: ALLOY CORROSION RESISTANT STEEL
INTERNAL BODY: BRASS ALLOY 3D IMAGE FOR REFERENCE ONLY
PASSIVATION: PER SAE-AMS-QQ-P-35 OR ASTM-A-967
NICKEL PLATING: ELECTROLESS 200 MICROINCH MIN
*ALL MATERIALS, PLATINGS AND FINAL ASSEMBLY ARE COMPLIANT TO ROHS DIRECTIVE 2002/95/EC OF JAN 27, 2003
3. WHERE APPLICABLE FEATURES ARE COMPLIANT TO ARINC801 SPECIFICATIONS
4. CABLE DIAMETER: APPLICABLE RANGE FOR 900 MICRON JACKETED CABLE, LOOSE OR TIGHT STRUCTURE, 1 INCH SECTION OF MIL--23053/12 CUSTOMER USE
SHRINK TUBING PROVIDED FOR USE AS APPLICABLE TO SLEEVE EXPOSED 900 JACKET SIZE TO NOMINAL DIAMETER OF 0.10 INCH AT INTERFACE
TO GROMMET SEALS.
5. END FACE GEOMETRY POST POLISH MUST MEET THE REQUIREMENTS OF TELCORDIA GR-326 PROPRIETARY AND CONFIDENTIA e = S xoer
FERRULE EXTENSION SHALL NOT BE LESS THAN 0.192 INCH POST POLISH THE INFORMATION CONTAINED nomACE pech 201 [ e ASSEMBLY, NXTCore
PROPERTY OF XiOptics. ANY FOURPUICEDICIAL 20003 |2 (900 MICRON)
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